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SECTION SF 30 BLOCK 14 CONTINUATION PAGL

SUMMARY OF CHANGES

SECTION SE 30 - BLOCK 14 CONTINUATION PAGE

The following have been added by full text

The following changes shall be made to the drawings and specifications.

DRAWINGS
1. The tollowing DRAWINGS have been REVISED but not REISSUED:
NONE

_I\-...l

The following DRAWINGS have becen REVISED and REISSUED:
NONE

SPECIFICATIONS

Lo The following SPECIFICATION SECTIONS have been ADDED and are provided in their entirety hercin:
NONE

2. The following SPECIFICATIONS SECTIONS have been DELETED mn their entirely: NONE

3. The following SPECITICATIONS have been REVISED but NOT REISSUED:

a. Scction 04200, Masonry; In paragraph 3.2.4.4, Cavily Walls; DELETE the last
sentcnee: | [Cavity face of interior wythe shall be dampproofed in accordance with section

07112N BITUMINOUS DAMPPROOFING. ]

b. Section 05120, Structural Steel; DELETE the last sentence of paragraph 3.1,
"Structural steclwork, except surfaces of steel to be encased in concrele, surfaces to be field
welded, surfaces to be (ireproofed, and contact surfaces of {riction-type high-strength bolted
conneclions shall be prepared for painting in accordance with endorsement "P" of AISC FCD
and primed with the specified paint.”

c. Section 025564, Gas Distribution Sysytem; In paragraph 1.1, References; Under the

National Fire Protection Agency section ADD | NFPA 54 National Fuel Gas Code_
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BIDDER’S QUESTIONS AND GOYERNMENT REPLY

(Quuestions that may be of general interest of all bidders/Government and that are not readily answered by the
proceeding changes will appear below. These questions may have been paraphrased or altered to represent several
questions regarding the same subject and/or clarity and simplity the question(s). Quesuons and answers are issued
to the Offerors/Bidders for information only.)

Question (Q):. Dectail B/A704 calls for a | precast concerete Logo graphics, . Is this a supplied
graphic to be installed on the face of the precast or is it to he cast-in? Ifit is to be cast-in | need
to know what they look like. Assume there arc 2 on each side.  Response (R): Detail B A704 is
all brick with lettering attached, there is a precast concrete cap on top of the brick as
shown on this detail,

(}: Specification 05120 paragraph 1.2 mentions to melude shop primer. Paragraph 1.4 submitials SD-03 Product
Data lists Shop primer and SD-06 Tests Reports Tists Class I3 coating. Paragraph 2. Istates surfaces to be prepared
for painting in accordancy with endorsement “P of AISC FOD and primed with specified Paint. What 1s the
specificd paint and surface preparation? R: Specification 05120 calling for Class B coating is correct.
Specification section 05120 has been revised as per this amendment; see above section for the revision that
shalt clarify this issue. [t should be noted in specification 9900 paragraph [1.9.1.2 Interior Painting states to paint
exposed columins, girders, beams joist and metal deck. However in parazraph 1.9.2 Painting Excluded states
concealed surfaces need not be painted. | believe that none of e structural steel 1s exposed. Docs the structural steel
receive a prirer? If ves what is the surface preparation and paint required. R: Priming of the steel is separate and
apart from section 09900 interior painting. The Architectural section 09900 is correct; it pertains to painting
not steel priming. These two issues are separate and apart; the fabricator does the priming, not interior
painting, All steel (whether exposed or concealed) needs fo he primed. See section 05120 paragraph 3.5.1 for
information on dealing with field priming of steel,

Q. Referring to section 02550A, Gas distribution system, paragraph 2.3.2 and 2.4 The supplier
ol gas meters and regulators in Buffalo is unable to determine which type of equipment you arc
requesting and is unable to provide our firm with a price. R: Information on the gas meter and
gas regulator requirements can be obtained from drawing M-509, Mechanical Details-7 on
the Typical Gas Service (W/By-Pass) Detail and drawing M-600, Mechanical Schedules-1.
¥-509 has information regarding the external pressure coming into the building and M-
600 has the Boiler schedule that can be used to determine the gas pressure required in the
building. As per this amendment NFPA 54 was added to the reference section of
specification D2556A to clarify requirements. In regards to paragraph 2.4, the 500 pulse
per minute with no false pulses is a standard specification requirement.

Q. We propose to bid the fire sprinkler work to GC's. Would you please clarify requirements
for seismic bracing and hangers for the sprinkler piping. Our mterpretation of the specifications
1s that sprinkler piping larger than 2.5 inches needs to be braced, Several GC’s have told mc
seismic bracing need only oceur at the seismic joint of the building (Col. Line D), as shown on
drawing S-107. R: The Bidders attention is directed to specification section 15070A for
general guidance concerning the extent of seismic protection for all mechanical equipment
and systems, paragraphs 1.2.3,1.2.4, 1.2.5, 1.2.5.1 and 1.2.5.2. Seismic bracing is not
limited to the seismic joint in the building.
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QQ: [n Amendment #0005, drawing A-503 was not revised as stated, R: The drawing was
revised but not reissued in amendment #0005. The instructions for the revision to drawing
A-503 are in the revised but not reissued section of the amendment.

Q. Specification section 04200, Masonry, paragraph 3.2.4.4 indicated dampproofing the cavity
face of the interior Wythe per Spccification 07112H, Biturminous Dampproofing. This
specification is not included in the bid documents. If this work is required, please provide this

specification. R: This work is not required and the sentence in paragraph 3.2.4.4 that refers
to specification section 07112H is to be removed as per this amendment.

The following guestion appcared in prior amendments, the bidders are adviscd to disregard in
lieu of the following:

NONE

-- End of Section --

{End of Summary of Changes)



